CONSTRUCTION SIGN LEGEND TRAFFIC C‘D:%\TRDL

TRUCK WITH MOUNTED

SIGN MESSAGE SIGN SIZE AREA IN NUMBER TOTAL AREA ARRCDRV:\Sg{Di:#gH\SDH%WA‘HB
NO. DESIGNATION IN. X IN. S.F. REQUIRED IN S.F. CAUTION MODE (TYP.)

(©) M4-4 24 % 12 2 15 30
BRIDGE CLOSURE
)Zé INSET A
M4-9L 30 X 24 5 " 55
M4-3N 24 X 18 3 30 90

)
M4-9R 30 X 24 5 13 65 ®/

M4-9X 30 X 24 5 7 35 @

CRNORICINCRNORNCONNC]

M4-8A 24 X 18 3 3 9
M4-10L 48X 18 6 3 INSET A
INTERSECTION OF CREGAR ROAD / WEST MAIN STREET
Vo toR wx s . . AND CREGAR ROAD / BUFFALO HOLLOW ROAD
® RI1-28 48 x 30 10 4 20 g
R11-38(1/4) 60 X 30 12.5 12.5
ol
R11-3B(1) 60 X 30 12.5 12.5 e

® |6

®
DETOUR / O]
AHEAD W20-2F 36 X 36 El 5 45 0

SPECIAL SIGNS SHALL HAVE BLACK TEXT MESSAGES ON ORANGE RETROFLECTIVE SHEETING FOR VISUAL IMPACT
PERFORMANCE BACKGROUND. REFERENCE IS MADE TO THE PUBLICATION ENTITLED "STANDARD ALPHABETS FOR
HIGHWAY SIGNS AND PAVEMENT MARKING'BY THE FEDERAL HIGHWAY ADMINISTRATION FOR LETTER STROKE AND ®)
DESIGN AND SPACING BETWEEN LETTERS IN A WORD. SPACING BETWEEN WORDS IN A LINE, BETWEEN LINES OF A @
MESSAGE. AND BORDER REQUIREMENTS SHOULD BE DETERMINED BY GOOD SIGN-PAINTING PRACTICES.

CONSTRUCTION SICN TOTAL 406 ’ in, 51(991
SIGN_LETTERS: ©) ) west

Rood
©) 1 Jeri® |
SIGN_FACES: @ o |
SIGN FACES SHALL BE ASTM D 4356 TYPE VIIOR VIIl FLORESCENT ORANGE SHEETING. l
BACKING MATERIAL;
ALUMINUM SHALL BE FLAT SHEET ALLOY 5052-H38 OR 606!-T6 ALLOY, .10 GALGE.
FASTENING
ALL SIGNS SHALL BE SECURELY FASTENED TO THER SUPPORTS WITH BOLTS,NUTS AND WASHERS IN ACCORDANCE DETOUR PLAN INSET B
WITH THE SPECIFICATIONS. INTERSECTION OF CREGAR ROAD / FAIRVIEW AVENEUE
TEMPORARY SIGN SUPPORTS: GENERAL NOTES (COUNTY ROUTE 513)
SIGN SUPPORTS SHALL BE OF WELL SEASONED LUMBER, S4S, FREE OF SPLITS, KNOTS, AND WARPS, OR OF STEEL
THE CONTRACTOR SHALL NOTIFY THE HUNTERDON COUNTY ENGINEERING DEPARTMENT A MINIMUM 15! MIN.
COMPONENTS. OF 48 HOLRS PRIOR TQ THE INSTALLATION OF DETOUR SIGNING. BUFFER ﬂCONSTRUCT\ON BARRIER
CURB
- ) 2. THE CONTRACTOR SHALL NOTIFY THE HIGH BRIDGE TOWNSHIP POLICE AND FIRE DEPARTMENTS
WOOD POSTS SKALL KAVE A LNIFORM CROSS-SECTION AND SHALL NOT EXCEED THE FOLLOWING DINENSIONS FOR: I TR O A N T TIGH BRIDCE. oM e
SINGLE POST = 4'X & EARR‘CADE\[ 200
TWO POSTS = 3'X 6"OR 4'X 5" 3. ALL EXISTING ROAD SIGNS PAVEMENT MARKINGS AND/OR PLOWABLE PAVEMENT REFLECTORS ——
= 3'X 5'0R 4'X 4" WHICH CONFLICT WITH THE PROPOSED DETOUR PLAN SHALL BE COVERED, REMOVED OR
THREE POSTS = 3'X 57O0R 4"X 4 RELOCATED AS DIRECTED BY THE ENGINEER. oLk 28— WORK
ZONE
4"X 6"WODD POSTS SHALL BE MODIFIED BY DRILLING 1-1/2 INCH DIAMETER HOLES 4 INCHES AND I8 INCHES 4. THE REQUIRED CONSTRUCTION WARNING SIGNS SHALL BE MAINTAINED BY THE CONTRACTOR. wa-ton—IL (STAGING
ABOVE THE GROUND LINE AND PERPENDICULAR TO THE ROADWAY CENTERLINE.NQ BRACING IS PERMITTED. VERTICAL CONSTRICTION SIS SHALL BE BEMOVED QRLCOVERED WITH AN OPAQUE MATERIAL WHEN AREA) —
CLEARANCES FOR SIGNS MOLNTED ON WOOD SUPPORTS SHALL BE 7 FOOT MINIMUM. EMBEDMENT DEPTH FOR THE - C R
WOOD POST SHALL NOT EXCEED 3.5 FEET. 5. THE CONTRACTOR SHALL COMPLY WITH LOCAL ORDINANCES FOR NOISE AND PERMISSABLE
WORKING HOURS. QPENING TO BE CLOSED
TEMPORARY STEEL POSTS SHALL BE IN ACCORDANCE WITH THE STANDARD DETAIL FOR U-POST SIGN SUPPORT. 6. ADVANCE WARNING SIGNS, DISTANCES, AND TAPER LENGTHS MAY BE EXTENDED, AT DIRECTION DURING NON-WORKING HOURS - |__IS'MIN__|  EXISTING BRIDGE
OF THE ENGINEER, TO ADUUST FOR REDUCED VISIBILITY DUE TO HORIZONTAL AND VERTICAL NOTES:
TEMPORARY SIGN SUPPORTS NOT MEETING THIS CRITERIA SHALL BE SHIELDED BY LONGITUDINAL BARRIER OR CRASH CURVATURE OF THE ROADWAY.

. POSITIVE CLOSURE SHALL BE PROVIDED ON BOTH SIDES OF THE BRIDGE FOR THE FULL
PRIOR TO IMPLEMENTATION OF THE DETOUR, TRAFFIC CONTROL SIGNS AND DEVICES SHALL BE IN PLACE. WIDTH OF THE ROADWAY DURING THE BRIDGE CONSTRUCTION.

FLASHING WARNING LIGHTS SHALL NOT BE AFFIXED TO ANY SIGN OR BARRICADE. ALL ROADWAY ACCESS LOCATED WITHIN THE BUFFER AREA AND WORK ZONE MUST HAVE
POSITIVE CLOSURE DURING THE BRIDGE CONSTRUCTION,
ALL SIGNS AND BARRICADES SHALL BE FURNISHED AND PLACED BY THE CONTRACTOR

AT THE LOCATIONS DESIGNATED BY THE ENGINEER, UNLESS OTHERWISE NOTED. POSITIVE CLOSURE DETAIL

REFERENCE IS MADE TO THE CURRENT PUBLICATION ENTITLED "STANDARD HIGHWAY SIGNS'BY THE FEDERAL
10. IF _AND WHEN DIRECTED BY THE ENGINEER, THE CONTRACTOR SHALL SUPPLY AND PLACE ADDITIONAL
HIGHWAY ADMINISTRATION, BUREAU OF PUBLIC WORKS, WASHINGTON, 0.C. SIGNS AND BARRICADES AT THE UNIT BID' PRICE.

CUSHIONS.

CONSTRUCTION SIGNS AND THEIR PLACEMENT SHALL CONFORM TO THE LATEST EDITION OF THE "MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHNAYS,' (MUTCD.

|1, PORTABLE VARIABLE MESSAGE SIGN LOCATIONS AND MESSAGE TO BE DETERMINED BY THE ENGINEER. NOT TO SCALE

12. DRUMS TO BE PLACED AT THE DIRECTION OF THE ENGINEER. ‘
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SDATES
SFILENAMES

Date 08/11/2023 CREGAR ROAD Contract No.
Des. C.DIETRICH A@éd‘ 5 ) | I 16-038A
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